EXSTING EDGE OF - : e ; \

AVEMENT P ™ A RO EY S
- . COMPOST SOCK EROSION .

CONTROL. BARRIER

MAINTAIN EX
(ASPHALT PAVEMENT
FOR WALKWAY

o SAWCUT EX
WALKWAY

EXISTING
RIGNT OF WAY

REMOVE TREE -
(TP) APPROXIMATE

REMOVE AND SALVAGE :
CURB FOR NEW DRIVEWAY NoE

OPENING (ADD ALTERNATE'\\\;{
) . 1

MAINTAIN AND
FROTECT TREE

REMOVE AND
SALVAGE CURB

MAINTAIN AND
PROTECT TREE

REMOVE AND
SALVAGE CURB REMOVE

MOVE MEDIAN, WALKWAY
ASPHALT PAVEMENT PATCH REMOVE
PAVEMENT FOR

CONSTRUCTION
OF ACCESSIBLE

PARKING
SPACES AND
LANDSCAPE

REMOVE_AND
SALVAGE CURS

¢ REMOVE AND
DISPOSE OF
FLAGPOLES AND
BASES

EXISTING CURB.
TO REMAIN

EMOVE MEDIAN.
ASPHALT PAVEMENT PATCH

EXISTING LIGHT ™,
POLE TO REMAIN ™ ..

REMOVE MEDIAN, ASPHALT
PAVERENT PATCH

«/” i

REMOVE_ AND
SALVAGE CURB

Viex ueHt PoLE TO
BE RELOCATED (ADD
ALTERNATE §1)

REMDVE AND SALVAGE LAkINTﬂN E‘XISNNG DRAIN
STRUCTURES AND DRAIN
PATTERNS (TYP)

3 Dmvcw»w‘opsnmc (ADD

LTERNATE #1) /.

' CATCH BASIN INLET
PROTECTION (SLT

REMOVE AND
: DISPOSE OF
JREE.AND SIGNS..
IN ISLANDS "7 ¢

\_ EXISTING LIGHT

POLE 10 REMAN COMPOST SOCK EROSION

CONTROL BARRIER

EXISTING CURB
TO REMAIN
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GENERAL NOTES:

b

L

>

b d

TOPOGRAPHIC DATA, PROPERTY LINE INFORMATION, AND EXISTING SITE FEATURES WERE
OBTAINED FROM A PLAN ENTITLED “EXISTING CONDITIONS PLAN, YOUNG WOMEN'S
CHRISTIAN ASSOCIATION OF WORCESTER®, D BY GRAVES INC..
DATED APRIL 20, 2016,

THE CONTRACTOR SHALL COMPLY WITH MASSACHUSETYS GENERAL LAWS CHAPTER B2,
SECTION 40, AS AMENDED, WHICH STATES THAT NO ONE MAY EXCAVATE IN THE
COMMONWEALTH OF MASSACHUSETTS EXCEPT IN AN EMERGENCY WITHOUT 72 HOURS
NOTICE, EXCLUSIVE OF SATURDAYS, SUNDAYS, AND LEGAL HOUDAYS, TO NATURAL GAS
PIPELINE COMPANIES, AND MUNICIPAL UTIUTY DEPARTMENTS THAT SUPPLY GAS,
ELECTRICITY, TELEPHONE, OR CABLE TELEVISION SERVICE IN OR TO THE CITY OR TOWN
WHERE THE EXCAVATION IS TO BE MADE. THE CONTRACTOR SHALL CALL "DIG SAFE"
AT 1-888-DIG-SAFE.

THE CONTRACTOR SHALL COMPLY WTH MASSACHUSETTS GENERAL LAWS CHAPTER B82A,
ALSC REFERRED TO AS JACKIE'S LAW, AS DETAHED IN SECTION 520 CMR 14.00 OF
THE CODE OF MASSACHUSETTS REGULATIONS.

THE CONTRACTOR SHALL COMPLY WITH ALL APPUCABLE FEDERAL, STATE, AND LOCAL
IMPROVEMENTSé REGULATIONS AND SAFETY CODES IN THE CONSTRUCTION OF ALL

THE LOCATIONS AND ELEVATIONS OF ALL EXISTING UTILITIES ARE APPROXIMATE AND
ALL UDUTIES MAY NOT EE SHOWN PRESENCE AND LOCATIONS OF ALL U'I'IUTIES WITHIN
THE UMIT OF WORK BE DETERMINED BY THE CON ACTOR PRI
COMMENCEMENT  OF CONSTR\)CTION ACTIVITY. THI ONTRACTOR

RESPONSIBLE FOR 1DENTIFYING AND CONTACTING THE CONTROLLING AU'NORIT!ES

AND/OR UTHITY COMPANIES TO THE LOCATIONS AND ELEVATIONS OF THEIR
UNES. THE CONTRACTOR SHALL KEEP A RECORD OF ANY DISCREPANCIES OR CHANGES
N THE LOCATIONS OF ANY UTILITY OWN OR ENCOUNTERED DURING CONSTRUCTION,
AN ISCREPANCIES SHALL P TO E WNER AND NITSCH ENGINEERING.
ANY DAMAGE RESULTING FROM THE CONTRACTOR TO MAKE VHESE

C
DETERMINATIONS AND CONTACTS S«NALL BE BORNE BY THE CONTRACTOR.

THE CONTRACTOR SHALL, THROUGHOUT CONSTRUCTION, TAKE ADEQUATE PRECAU“ONS
TO PROTECT ALL WALKS, GRADING, SIDEWALKS AND SITE DETARLS OF T
UMIT OF WORK AS DEFINED ON THE DRAWINGS AND SHALL REPAIR AND REPLACE OR
WSE MAKE GOOD AS DIRECTED BY THE ENGINEER OR OWNER'S DESIGNATED
REPRESENTATNE ANY SUCH OR OTHER DAMAGE SO CAUSED.

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR J0B SIiTE SAFETY AND ALL
CONSTRUCTION MEANS AND METHODS.

. PRIOR TO BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL BECOME FAMILIAR WITH

THE SITE AND CONSTRUCTION DOCUMENTS TO DEVELOP A THOROUGH UNDERSTANDING
OF THE PROJECT, INCLUDING ANY SPECIAL CONDITIONS AND CONSTRAINTS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO BECOME FAMILIAR WiTH THE PROJECT SITE
AND TO VERIFY ALL CONDITIONS IN THE FIELD AND REPORT DISCREPANCIES BETWEEN
rL.:g; T&D ACTUAL CONDITIONS TO THE OWNER OR OWNER'S REPRESENTATION
IMI ATELY.

. THE CONTRACTOR SHALL CONDUCT ALL NECESSARY CONSTRUCTION NOTIFICATIONS AMD

APPLY FOR AND OBTAIN ALL NECESSARY CONSTRUCTION PERMITS.
THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE ESTABUSHMENT AND USE OF ALL

" VERTICAL AND HORIZONTAL CONSTRUCTION CONTROLS.

ELEVATIONS REFER TO NAVD 88,

DEMOLITION NOTES:

1.

2

Ll

o

~

SITE PREPARATION AND DEMOUTION SHALL ICLUDE THOSE AREAS WITHIN THE LIMIT OF WORK UNE AS
SHOWN ON THE CONTRACT DOCUMENTS.

ANY AREA OQUTSIDE THE LHAT OF WORK THAT IS DISTURBED SHALL BE RESTORED YO IS ORIGNAL
CONDITION AT NO ADDITIONAL COST TO THE OWNER.

CONSULT ALL OF THE DRAWNGS AND SPECIICATIONS FOR COORDINATON REQUIREMENTS BEFORE
COMMENCING DEMOUITION.

THE CONTRAETW SHM.L COOROINATE SITE DEMUUTION EFFORTS WITH ALL TRADES THAT MAY BE
AFFECTED BY THE

ALL JTEMS REQUIRING REMOVAL SHALL BE REMOVED 7O FULL DEPTH TO INCLUDE BASE MATERIAL AMJ
FOO OR FOUMDATIONS AS REQUIRED TO FACIUTATE CONSTRUCTION, AND LEGALLY DHSPOSED
OFFSITE BY CONTRACTOR.

AL D‘EBRIS GENERATED DURING SITE PREPARATON ACTIMUES SHALL BE LEGALLY DISPOSED OF

AT AL LOCATIONS WHERE EXISTING CURBING, CONCRETE PAVEMENT OR BITUMINOUS CONCRETE
ROADWAY ABUTS NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVENENT SHALL BE SAW
CUT TO A CLEAN, SMOOTH EDGE

EKTDCD DESIGNATED UN!T OF WORK AS NECESSARY TO ACCOMPLISH ROUGH GRADING, EROSION
CTION, AND SITE WORK AS REQUIRED BY THESE DRAWNGS AND SPEGFICATIONS.

THE CONTRACTOR SHALL REMOVE FROM THE AL RUBEISH AND DEBRIS FOUND THEREON.
STORAGE OF SUCH MATERIALS OM THE PRO.ECT STE HLL NOTEPERNITTED THE CONTRACTOR
SHALL LEAVE THE SITE IN SAFE, CLEAM, AND LEVIL CONDITON UPON COMPLETION OF THE SITE
DEMOLITION WORK.

10. REMOVE AND STOCKPILE ALL EXISTNG SITE LIGHTS, BENCHES, TRASH RECEPVACLES, TRAFFIC SIGNS,

. EXSTNG TREES
NE TME OF CONSTRUCTION.

Gﬂ%ﬁ CURB, AND OTHER SITE IMPROVEMENTS WITHIN LT OF WORK UNE UNLESS OTHERWSE
NOTED.

AND SHRUBS TO REMAIN SHALL BE AND

12. BEFORE ANY TREES OR SHRUBS ARE REMOVED, THE CONTRACTOR SHALL ARRANGE A CONFERENCE ON

THE SITE WITH THE OWNER OR QWNER'S REPRESENTATIVE TO IENTIFY TREES AND SHRUBS THAT ARE
TO BE REMOVED, AS WELL AS THOSE WHICH ARE 10 BE PROTECTED. DONOTCONVD(DECLEAR!NG
OPERATIONS WITHOUT A QLEAR OF EXSTING T0 BE

. THE CONTRACTOR SHALL REMOVE FROM THE AREA OF C(WSTRUCDN PAVEMENT CONCRETE,
POLES AND FOUNDATIONS, ISLANDS, TREE BERMS AND OTHER FEATURES WATHIN TS W
CONSTRUCTION AS REQUIRED TO ACCOMMODATE NEW CONSYRUC‘DN VHETNU( SPEW THE
DRAWNGS OR NOT.

ZONING TABLE:

SITE IS LOCATED IN BG~-6.0

PROPOSED DRIVEWAY CURE
CUT (ADD ALTERNATE ﬂ)“\——.

REMOVE TREE
(7vP)

: 5
LANDSCAPE
i BUFFER

© BIT. BERM:

FULL DEPTH
PAVEMENT
WIDENING

REMOVE MEDIAN.

ASPHALT PAVEMENT PATCH\

RESET VGC FROM
DEMOLISHED TRAFRIC

REMOVE MEDIAN,
ASPHALT PAVEMENT PATCH

EX. HEIGHT 53'—6", SURROUNDING BUILDING HEIGHTS NOT AVAILABLE

ALL REGULATIONS FOR NON-—RESIDENTIAL WITH NO REAR YARD = N/A
R e — R e

S o ..:fé;. “‘:mg;! Winierum depth (linear L) ":mh \Wuk'r:)m n ?:ﬁ:&:?

BO-2.0 5 50 I,

8630 1o It

Raschurbat? 5,000 <0 pae o' Na Na [N

BG40 N essensat e he w0 150 [13]

8660 N st

TOTAL SITE AREA = 117,481 Jeas

EXISTING IMPERVIOUS AREA 97,157 20 10 0 20 4

= ™ ™ ™ s =1
PROPOSED IMPERVIOUS AREA = 97,028

%

ISLANDS

STRIPE
PARKING

i PROPOSED DRIVEWAY
(ADD "ALTERNATE #1)

_EXISTING
RIGHT OF WAY

EXISTING EDGE OF

FAVEMENT\

MAINTAIN EX
AS?HALT PAVEMENT
FOR WALKWAY

PiTCH TO
SDRAIN 10
PLANTER

| NEW TREE
(7vP)

ASPHALT

PAVEMENT
DO NOT EXCEED 2%
SLOPE N -ACCESSIBLE
G AREA AND

AISLES

R7—8

VEHI

XISTRG LIGHT
TO REMAIN

EX UGHT POLE TO
BE RELOCATED (ADD
ALTERNATE #1)

ASPHALT WALKWAY »

CONTINUQUS WITH.
ICULAR PAVEMENT —
6.00" B

MEET & MATCH
EX WALKWAY"

APPROXIMATE

LAYOUT OF NEW

PLAYGROUND AND
ARKING N

LDAM AND SEED

5 woE Access AlS(P
(4) B'X19" ACCESSIBLY )
Y PARKING SPACES (TYP
TCu484.90
BCm484.40
R7~8, R7~8p
SIGN POST SET IN BOLLAK()
8 WIDE VAN
ACCESS AISLE
PEDESTRIAN
RAMP
f 4855

N\~ A" 4»%23 CURB
O reare

&
A‘ 188.21
X WHITE PAINTED
-z \ CROSSWALK
TC=485.10
BC=484.80

FULL DEPTH PAVEMENT

PAVEMENT g?&w AGE

STRIPING (TYP)**

REMOVE MEDIAN, ASPHALT
PAVEMENT PATCH

CONCRETE
WALKWAY

| STRIPED WALKWAY
| (BASE 810) o]
ASPHALT WALKWAY

, WITH BIT. BERM
! (ADD ALTERNATEFZ—

" MAINTAN ExlST\NG ORAN
STRUCTURES AND DRAIN
Lf] PATTERNS (TYP) -

\ ([, FREMOVE AND
(77 RESET CURB &

\_

T

el

MEET EXISTING
CURB AND
SIDEWALK

REMOVE AND
DISPOSE OF
TREE AND SIGNS.
FIN SLANDS < iy

\EXIS'HNG UGHT

POLE TO' REMAIN

il
JH ‘ ﬁ$ \,,. |

‘l
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P~
7
g%
2

50% TO 80X OF
BASE DIAMETER

0.9"-1.4"

0.2°

SECTION A-A

DETECTABLE WARNING PANELS SHALL BE
PERM, PLIED THE RAMP.

'snAu

ADJACENT
WALKWAY SURFACES PER THE FOLLOWING
COLOR SCHEDULE:

“

AS
INC.

~

PALE YELLOW ON CEMENT CONCRETE
PEDESTRIAN RAMPS

DETECTABLE WARNING PANELS SHALL BE

MANUFACTURED BY ADA SOLUTONS,
OF NORTH BULERICA, WA OR AN

APPROVED EQUAL.
DETECTABLE WARNING PANELS SHALL BE
INSTALLED  PER

THE  MANUFACTURER'S

RECOMMENDATIONS.

0.85" MIN

1.6°-2.4"

O

(§}<’
A 'y
V- v

0.85 MIN J
DETECTABLE WARNING PANEL

DETECTABLE WARNING PANEL FOR PEDESTRIAN RAMPS DETAIL

NOT TO SCALE

1

ACCESSIBLE PARKING STENCIL DETAIL

& (TvP)

HOTES:,

NOT TO SCALE

1z

1. ALL 12-INCH CROSSWALK UNES SHALL BE APPUED IN ONE APPLCATION.
NO COMBINATION OF LINES (LE. TWO 6~INCH LINES) WiLL BE ACCEPTED.

CROSSWALK DETAIL

NOT TO SCALE

T TYPE 3 "CAPE COD" HOT Mix

MDO’
ASPHALT BERM SET ON EXISTING PAVEMENY

FINISHED GRADE
FOR MATERIALS
l | SE% PLAN

S

ACTER

|~ GRAVEL BORROW

(MDOT M1.03.0
)

COMP. 7] SUBGRADE. REMOVE
UNSUITABLEMATERIAL &

WITH GRAVEL BORROW
(MDOT M1.03.0 TYPE “B*)

COMPACTED IN 6" LAYERS

HOT MIX ASPHALT BERM SECTION DETAIL

NOT TO SCALE

/

EXTYTEEXYS

[y

HH
1
il

8'-0" MAX.
50" MIN

|

40"

‘\no'_ss (7As tgéA) Iy

ACCESSIBLE RAMPS WITH GREATER THAN 12'-68"

SIDEWALK DETAIL

R7-8 MUTCD STANDARD
ALUMINUM SIGN

R7-8P MUTCD STANDARD
ALUMINUM SIGN (AS

27 5Q. GALVANIZED STEEL
POST WTH POST CAP
DIE=PUNCHED KNOCKOUT
0.C. ON
PUNCHED
BUT NOT REMOVED.

1" ROUND SMOOTH

= \CDNCRETE JoP
. REFLECTIVE BANDS

CONCRETE-FILLED
SCHEDULE—-40 HOT-DIPPED
CALVANIZED STEEL PIPE

£° NOMINAL DIAMETER

TWO COATS OF HIGH--WISIBILITY,
HIGH-BUILD EPOXY PAINT OVER
ZINC PRIMER, PLUS A FINISH
COAT OF AUPHATIC
POLYURETHANE. — COLOR AS
DETERMINED BY ARCHITECT
FINISR GRADE

SLOPE YOP OF CONCRETE 3™

3000 PSI (MIN.)
CONCRETE (TYP.)

COMPACTED
SUBGRADE

ACCESSIBLE PARKING SIGN DETAIL

POST SET IN BOLLARD

NOT TO SCALE
1.5% CROSS 1° HOT MIX ASPHALT -y
SLOPE (TYP.)} T0P COUI
SEE PLANS
(SEE DEYAJL)-] l r 2" MiN
PAVEMENT. - p
(SEE DETAWL)

NOT TO SCALE

zx:snuc " pEEP _FULL DEPTH
—\ st T SAW CUT
coure 12° Wi, |

> w

EXISTING:
BINDER
COURSE

NOTES:

L o

NOTES.
DOWEL IS TYPICAL AT ALL,

. ANSION
OC UNLESS OTHERWISE
OWN.
. TOOLED EDGES AND JOINTS
NELS.

CONTROL JOINTS 5' O.C. UNLESS
SHOWN OTHERWISE (6' MAX).
OOLED EDGES AND JOINTS ALL

TOOL CONTROL JOINT TO

EXPANSION JOINTS EXCEPT
AGAINST VERTICAL WALLS
AND CURBS

JOINTS 20°-0" 2

AL
ON JOINT

ABUTS GRANITE CURB. NO

DOWEL REQUIRED.

EXPANSION JOINT DETAIL

1 J* HOT MIX
ASPHALT TOP
COURSE

2 4 HOT MiX
ASPHALT BINDER
COURSE

47 COMPACTED
DENSE-GRADED
CRUSHED STONE
(MASSDOT M2.01.7)

UNDISTURBED —<] 8" GRAVEL BORROW
FILL_AND 1 j (MASSDOT M1.03.0
SUBGRADE COMPACTED SUBGRADE ~ REMOVE UNSUITABLE TYPE °B')

MATERIAL & REPLACE WITH GRAVEL BORROW
{(MASSDOT %1,03.0 TYPE “B") COMPACTED IN 6" LAYERS

COMPACTED TO 95%
PROCTOR DENSITY

HOT MIX ASPHALT PAVING (TWO COURSES) DETAIL

NOT TO SCALE

1 REBAR FOR BAG
REMOVAL FROM INLET
(REDAR NOT INCLUDED}

INCLUDE OVERFLOW

SILT-SAC, HYDRO~FLOGARD +-
PLUS CATCH BASIN INSERT,
ULTRA-DRAINGUARD INSERT,
OR AP QUAL

DUMP LOOPS
{REBAR NOT INCLUDED)

[~1° HOT Mix
ASPHALT BINDER

HOT MIX ASPHALT SIDEWALK DETAIL

B (uiN.) [COMPACTED
GRAYEL BORROW
MDOT M1.03.0 TYPE "87)

COMPACTED SJBGRADE REMOVE UNSUITABLE
MATERIAL & REPLACEWITH GRAVEL

{MDOT M1.03.0 TYPE “B") COMPACTED IN 5 LAYERS

INSTALLED

NOT TO SCALE

GRANITE CURS:
HOT MIX ASPHALT TOP

HOT MiX ASPHALT BINDER

(OR EXISTING PAVEMENT)

4" DENSE GRADED
CRUSHED STONE
(MDOT M2.01.7)

8" GRAVEL BORROW
(MOOT M1.03.0
TYPE 8%}

S"(MIN.)
CONCRETE
BACKING

4~~PREMOLDED EXPANSION
JOINT FLLER, CUT BACK
§ MIN. AFTER POUR

M-12° EXPANSION SlEEVE.
BA)(ED T0 PR

I~-4#6 SMOOTH DOWEL,
2-0°
SET LEVEL

VEHICULAR PAVEMENT

CONCRETE BACKING

(MDOT M1.03.0 TYPE "B°)

COMPACTED SUBGRADE,
REMOVE UNSUITABLE

GRANITE CURB-l

(SEE DETAIL)

EXPANSION JOINT

P FLUSH CONCRETE

E°(MIN.)
GRAVEL BORROW

5 MATERIAL & REPLACE TERIALS

OIMENSIONS SHOWN WITH 1] WITH GRAVEL BORROW = DIMENSIONS
) | (MDOT M1.03.0 TYPE "8%) |
COMPACTED IN 6* LAYERS T

CONTROL JOINT DETAIL FLUSH GRANITE CURB SHJTING DETAIL

HOT 70 SCALE NOT TO SCALE
EDGE TOOL SURFACE LONT SPACHG
SPECIFIED SEAUANT O /—————Msmuu BROOM FINISH, WOTH OF SIDEWALK CONTROL JOINT
MIN. § DEPTH SEE SPECS. r— OR B MAX, -~ BROOM FINISH

LONG, 18° 0.C..

CONCRETE SIDEWALK DETAIL

| —6x6 W2.9/%2.9 WaF

4" CONCRETE
(6"@ ORIVES)

8" GRAVEL BORROW
(MBOT M1.03.0 TYPE “8")

COMPACTED SUBGRADE
REMOVE_UNSUITABLE MATERIAL
REPLACE WITH GRAVEL BORROW
(MDOT M1.03.0 TYPE “B")} COMPACTED
IN 6" LAYERS

NOT T0 SCALE
FINISHED GRADE
- FOR MATERIALS
l_SEE LN )
GRAVEL BORROW
(MDOT M1.03.0
TYPE "87)
OMPACTED
REMOVE UNSUITABLE

MATERIAL & REPLACE
WITH GRAVEL BORROW
(MDOT M1,03.0 TYPE "8")
COMPACTED IN 6° LAYERS

TYPICAL PAVEMENT AND GRANITE CURB SECTION DETAIL

NOT TO SCALE
LENGTH VARES
SEE TABLE BELOW
CUT STONE TASU
10 FIT FLUSH o 607 M
CUT STONE
VERTICAL ROADWAY FINISH GRADE T
GRANITE CURB GRANITE
- TRANSHTION CURB FLUSH
6° REVE [ GRANITE CURE

EXISTING GRATE
TO SE REUSED

EXPANSION =
RESTRAINT

EXISTING CATCHBASIN —
N

THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE INLET
DRAINS SHEET, OVERLAND OR CONCENTRATED FLOWS (NOT GREATER

1 CFS). THi THOD CAN DRA.IN FLAT AREA TO STEEP SLOPES.
INLET CAPACITY MLL B

METHOD AND THE

I DECREASED THIS
CONTRACTOR SHALL EXPECT PONDING DURING HIGH F'LOW EVENTS.

INLET PROTECTION

NOT TO SCALE

CATCH BASIN WITH SILTATION SACK

NOT 70 SCALE

|

8

-—— L

ELEVATION VIEW

VERTICAL-TO-FLUSH TRANSITION CURB DETAIL

NOT TO SCALE

STAKE SOCKS CONTINUOUSLY WITH 1"x1"x38" WOODEN

STAKES 4 MAX O.C. (TYP. IN LANDSCAPE AREAS)

MAINTAIN 5' (MIN.) SEDIMENTATION STORAGE
ZONE FOR SLOPES GREATER THAN 4:1

2' MIN
HORIZONTAL
QVERLAP

WATTLE.

TRENCH DEPTH
8" MAX,
2" MIN,
SECTION

COMPOST SOCK DETAIL

NOT TO SCALE
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